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Skaner diagnostyczny do motocykli 7wl: Suzuki

Honda Yamaha Kymco SYM HTF PGO - tdédz, Brukowa
16

Producent:
Cena brutto: 450.00 zt
Cena netto: 365,85 zt

Kup w sklepie konektor5000.pl

Opis produktu

Skaner diagnostyczny motocyklowy 7wl


https://konektor5000.pl/index.php?p5173,skaner-diagnostyczny-do-motocykli-7w1:-suzuki-honda-yamaha-kymco-sym-htf-pgo---��d�,-brukowa-16

Suzuki, Honda, Yamaha, Kymco, SYM, HTF, PGO

Skaner motocyklowy diagnostyczny do marek:

® Suzuki
®* Honda
®* Yamaha
* Kymco
®* SYM

® HTF

®* PGO

Funkcjonalnos¢ interfejsu:



* odczyt kodéw btedéw

* kasowanie kodéw bteddéw

* podglad parametréw biezacych (live data)

® obstuga wtryskiwaczy (EFI - electronic fuel injection)
® instrukcje i schematy
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Skaner wspdtpracuje np. z oprogramowaniem V-Diag oraz Suzuki Diagnostic Software.

Ze wzgledu na ich zaawansowanie przeznaczone sg raczej dla zaawansowanych
uzytkownikéw i mechanikéw.

Powyzsze programy sg w jezyku angielskim. Preferowane systemy operacyjne: Windows XP,
Windows 7.
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i Fault code  Fault code description Type

Select diagnostic function
System Information

Data List

Freeze data

CO adjust

Current DTC

Freeze DTC

All DTC

Clear DTC
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Name

Trouble Code No.
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Air Temperature
Engine Temperature
Barometric Pressure
Engine status

BABYV Battery-Volts
Engine speed
Throttle Position
Throttle study

Idle Speed Object
Manifold Pressure
Injection time

Ignition Angle

Ignition charge time

Running time
fuel pump status
Tilted Switch Volt.
ABY Correction
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INTERFACE ADDRESS ¥125G

SUZUKI ADDRESS V125G
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BW'S 125

14 Intake Air Pressure Sensor
system fault
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YAMAHA BW'S 12

Air e Se T

. ECU supplys DC 5V power, with a total of 4 pin sockets, one for
power supply, two for signal output and the other for grounding.

. Intake Air Pressure Sensor consists of a transistor IC with a
reference voltage of DC 5V, the range of output voltage: DC
0to 5V.

. It combines with pressure sensor and temperature sensor, can
measure the absolute pressure and temperature of the intake air
and can amend fuel injection amount according to the environment
emperature and height

. The sensor located inside the MAQS, and the assembly must be
replaced when changes.
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Zawartosc przesyiki ze sklepu Konektor:

® skaner diagnostyczny motocyklowy 7wl
* zestaw 11 adapteréw/ztaczy
* dowdd zakupu (paragon/faktura VAT)

Oprogramowanie i wsparcie techniczne nie jest czedcig oferty.
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14 Intake Air Pressure Sensor
system fault
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YAMAHA BW'S 125
Pressure/Temprature Sensor
1. ECU supplys DC 5V power, with a total of 4 pin sockets, one for
power supply, two for signal output and the ofher for grounding.
2. Intake Alr Pressure Sensor consists of a transistor IC with a
reference voltage of DC 5V, the range of output voltage: DC

3. It combines with pressure sensor and femperature sensor, can
measure the absolute pressure and temperalure of the inake air
‘and can amend fuel injection amount according to the environment
‘emperaure and height,

4. The sensor located inside the MAQS, and the assembly must be
replaced when changes.
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